
 L of Valve 
Inlet/Outlet

C

Ø 6-5/8"
(168 mm)

Finished Wall

3-9/16"
(91 mm)

3-7/16"
(87 mm)

2-3/16" (56 mm) Min
2-15/16" (75 mm) Max
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FEATURES
 ● Solid metal construction for durability and 
reliability

 ● Pressure-balancing technology maintains 
water temperature within +/- 3 degrees 
Fahrenheit

 ● High-temperature limit stop allows you to 
preset a comfortable maximum temperature 
to eliminate scalding

 ● Complements the Script collection

Script® Pressure Balance Valve Trim
P25018

SPECIFIED MODEL
Model Description Finishes

P25018-LV Script Pressure Balance Valve Trim  � CP   Polished Chrome  � AD   Nickel Silver  � BCH   Blush Bronze

Required Rough-in (1 required)

P19310-00 Pressure Balance Rough-in  � NA

P19310-US Pressure Balance Valve, with stops - PEX inlet  � NA

P19310-WS Pressure Balance Rough-in with Stops  � NA

P29500-00 Pressure Balance Rough-in & Thermostatic Cartridge  � NA

P29500-WS Pressure Balance Rough-in & Thermostatic Cartridge with Stops  � NA

CODES/STANDARDS APPLICABLE
Specified model meets or exceeds the following:

 ● ASME A112.18.1/CSA B125.1
 ● ICC/ANSI A117.1
 ● ADA*
 ● OBC*
 ● CSA B651*

* Compliant when installed to the specific 
requirement of this regulation

OBCADA CSA B651




